
Technical Guide

    Alu-Line Standard Pavement Board
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GB Pavement board with 32 mm Alu Snap 
Frames, silver anodized, mitred corners, 
galvanized steel back-sheets. Mounted on 
15 x 30 mm square alu tubes. Non-corro-
sive. Anti-reflex APET front panels, included.

DE Straßenständer mit 32 mm Alu Snap 
Frames, eloxierter Alu-profil und alvanisi-
erte Stahlrückwand (unlackiert). Gestell 
in 15 x 30 mm eloxiertem viereckigem 
Alu-Rohr. Rostfrei. Mit entspiegelte APET 
Frontplatten.

DK Gadeskilt med 32 mm Alu Snap- 
Frames, eloxeret aluprofil, bagplade i 
galvaniseret stål. Ben i 15 x 30 mm eloxeret 
alu-firkant-rør. Rustfri. Med geringshjørner. 
Med refleksfri APET frontplader.
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OPTIONAL

5998	 42 x 59,4 cm	 A2	 Alu/Silver	 46,2 x 91 x 68 cm	 46 x 22 cm	 49 x 100 x 9 cm	 6,1 kg	 80 x 120 x 220 cm	 29 pcs.
6000	 50 x 70 cm		  Alu/Silver	 54,2 x 91 x 68 cm	 54 x 22 cm	 58 x 96 x 9 cm	 8,7 kg	 80 x 120 x 220 cm	 22 pcs.
6002	 59,4 x 84,1 cm	 A1	 Alu/Silver	 63,6 x 110 x 78 cm	 64 x 22 cm	 66 x 121 x 10 cm	 10,4 kg	 80 x 120 x 220 cm	 18 pcs.
6001	 70 x 100 cm		  Alu/Silver	 74,2 x 120 x 83 cm	 74 x 22 cm	 84 x 132 x 11 cm	 13,7 kg	 80 x 120 x 220 cm	 18 pcs.
5999	 84,1 x 119 cm	 A0	 Alu/Silver	 88,3 x 140 x 88 cm	 89 x 22 cm	 93 x 152 x 11 cm	 17,1 kg	 80 x 120 x 220 cm	 18 pcs.

Art.no.	 Poster size	 Colour	 Total W x H x D	 Header/logo	 Package Size	  - weight	 Pallet size	 - quantity


